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It occurs when clay particles adhere to metal surfaces of excavation tools because of the attractive forces of
the clay particles and the presence of water between the clay-metal surface. Figure 4. Casagrande defined
ways to measure these changes in the soil state originating the liquid and plastic limits methodologies, which
are still applied today. The first results indicated that even three drops were not enough to obtain a good fit
with the clogging potential graph, most probably because the stiffness of the base used for the preliminary
stage was higher than the one assembled for A. Public Roads, 13, pp. If there is only one appendix, it is simply
called Appendix, not Appendix A. Later, in the field of soil mechanics, this same soil properties were
correlated with mechanical soil behavior by Terzaghi  Consequently, a correlation between the clogging
potential obtained with a new combined methodology and the graph from Hollman and Thewes was done,
obtaining more suitable results, as presented ahead. After an extended testing campaign, Oliveira et al. Effects
of slurry on stickiness of excavated clays and clogging of equipment in fluid supported excavations.
Casagrande, A. Use the next consecutive page number of your document for your references. Table of
Contents â€” Required for all except creative works. The challenge, though, was to define the amount of this
kinetic energy that should be applied. Thewes, M. Figure 3 presents all the samples plotted in the Hollman and
Thewes graph. Evaluation of the tendency of clogging and separation of fines on shield drives. Figure 5. The
methodology here presented is a combination of two simple devices. Curriculum Vitae Doctoral students only
The curriculum vitae is a professional biography of the doctoral candidate. For the design of this graph, data
from several projects with clogging occurrence were compiled, therefore, making it relevant to tunnel drives.
Figure 4 illustrates this new assembled device, denominated A. See sample pages for examples. Feinendegen,
M. Graduate School. Figures should be numbered consecutively throughout the thesis. Oliveira, D. Figure
Captions If space permits, the caption should appear on the same page as the figure. Figure 2.


